
The NRA’s Pollution Control Offices can 
be contacted 24 hours a day on the following 

telephone numbers:

B IR M IN G H A M ..................... 021- 711 2324
L IC H F IE L D ............................ (0543) 444141
N O T T IN G H A M ................... (0602 ) 455722
SHREWSBURY...................... (0743) 272828
TEWKESBURY...................... (0684) 850951

Headquarters: Sapphire East, 550 Streetshrook Road 
Solihull, West Midlands B91 IQ T  

Telephone: 021-711 2324
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NRA S e v e rn -T re n t  72

S I L A G E  E F F L U E N T
Each year m any  serious p o llu t ion  incidents happen 
because of  inadequate  co n ta in m en t  or disposal of 
silage effluent.

Eff luent f ro m  ensiled crops  is o ne  of  the most 
co n c en tra ted  po llu tan ts  p ro d u ced  on  the farm and is 
at least 100 times s t ro n g er  than  c rude  sewage. Even 
small quan ti t ies  reaching a watercourse  can cause 
significant en v iro nm en ta l  damage.

Poorly  designed o r  m ainta ined silos o r  associated 
eff luen t co llection  facilities are the main cause o f  such 
incidents .  Silage effluent is very corrosive and can 
easily a t tack  co n c re te  and  steel. Liquor can easily 
escape th ro u g h  cracked, p o ro u s  or otherwise 
de te r io ra ted  silo floors, co llection  channels o r  tanks.

New, enlarged o r  substantia lly  reco nstruc ted  silos, 
w ith  certa in excep tions,  m u s t  co nfo rm  with the 
C o n t r o l  o f  Pollu t ion  (Silage, Slurry and Agricultural 
Fuel O il)  R egula tions  1991.

T h e m ain req u irem en ts  are:

T h e  silo base should  be im perm eable and be 
p rovided w ith  pe r im e ter  channels  fo r  effluent 
collection .
W h ere  walls are provided,  the silo base should  be 
ex tended  b e y o n d  the  walls to  provide channels 
for  effluent co llection .
C o llec t io n  channels  m us t  lead to an effluent 
t an k  which  is res is tant  to  acid attack.

6.

It should have a m inim um  capacity of 3m ’ per 
1 50 m 'o f  silo capacity for  silos up to 1500m’ 
capacity.
N o  part o f  the silo, effluent tank or  channels 
should be within 10 metres of a watercourse.
Silo walls should be construc ted  to  minimum 
standards to  conform  with BS 5502.
T h e  NRA should be notified, in writing, at 
least 14 days before use.

For further details see the C on tro l  of Pollution 
(Silage, Slurry & Agricultural Fuel Oil)  Regulations 
1991.

Safety Notes

d.

Effluent collection channels and the area 
surrounding the silo should be regularly inspected 
for any signs of blockage o r  leakage.
T h e  level o f  the effluent in the- tank must be 
closely m onitored and the tank em ptied at regular 
intervals. It must never be allowed to overflow. 
Bales should be stored at least 10 metres from any 
watercouse. At feeding tim e the bags or wrappings 
o f  the bales should not be removed within 10 
metres of any watercourse.
Silage effluent should be diluted 1.1 with water 
before land application. Effluent should no t  be 
applied to high risk sites.
Inspect drains, ditches and watercourses regularly 
for  signs of  pollution and inform the N R A  
immediately if a problem occurs.
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